LAMBDA

Lighting

Features:

- Aluminium alloy housing
Cooling by free air convection

- Slender design H29mm.

-100% full load burn-in test

- 3 years warranty, Life>15000h
Power Supply for indoor LED Projection lamp, LED
Magnetic lamp, LED Strip. LED Light Bar

2124601 L 204cm - W28cm - H24cm
21241001 L22cm - W28cm - H24cm
21.241501 L26cm - W28cm - H24cm
21.242001 L26cm - W28cm - H24cm
21243001 L315cm - W37cm - H26cm

Item No Wattage ~ RIPPLE NOISE  EFFICIENCY IP vollt RATED CURRENT CURRENT RANGE
2124601 60W <180 MV >872% IP40 24V 5A 0-5A
21241001 100 W <180 MV >878% P40 24V 8.33A 0-8.33A
21241501 150 W <180 MV >872% P40 24V 12.5A 0-12.5A
21242001 200 W <220MV >878% P40 24V 16.6A 0-16.6A
21243001 300W <220 MV >875% IP40 24V 25A 0-25A
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Life Span 35000Hr
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Temperature ta=20°C-50°C ENVIRONMENT

amtient temperature #A () INPUT VOLTAGE # A . JE (V) 50-60Hz
-20 ~ +450C 20%~90%RH
B SHEET SYMBOL Product Details ' 407 ~ 85°C 10%-95%RH
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N EMI FILTE RECTIFIERS POVER RECTIFIERS % Finish) Blick SAFE
o—| FILTER SWITCHING FILTER 0 Material Aluminum 1/P-O/P : AC2.0KV 5mA 60S;
v 1/P-HOUSING: AC1 5KV 5 mA60S
Warrantty 3 YEARS 1/P-O/P : 100M ohms/500VD/25°C
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